APPLICATION FOR INTERCONNECTION
OF GENERATION EQUIPMENT

20 MEGAWATTS OR LESS

(Standard Form Application)

A Short Form Application is available for inverter-based systems

(50 kW or less).

An Application is a complete application when it provides all applicable and correct information required
below. Additional information to evaluate a request for interconnection may be required pursuant to the
application process after the Application is deemed complete.

Applications for Interconnection (2 MW or less) are subject to an application charge of $50.
Applications for greater than 2 MW are subject to an application charge of $100.

Applicant
Name:

Mailing Address:

City: State: Zip:

Phone: ( ) Phone:

E-mail address:

Alternate Contact
Name:

Mailing Address:

City: State: Zip

Phone: ( ) Phone:( )
E-mail address:

Service Location
Street Address:

City: State: Zip:

Electric Service Account Number:

Site Demand: kw KVAR (if known)

Requested In-Service Date:




Generator Qualifications

This Generating Equipment is intended to be used to:
1.

2.

3.

Energy Source: () Solar () Wind () Hydro: type (e.g. run-of-river)

() Diesel () Natural Gas () Fuel Qil () Other: (specify)

Type of Generator: () Synchronous (') Induction () DC Generator or Solar with Inverter

Generator Nameplate Rating: kw kVAR

Maximum Net Export Capability Requested: kw

Total Number of Generators to be interconnected pursuant to the application:

List components of the generation equipment that are currently certified by a nationally
recognized testing and certification laboratory (NRTL) and/or listed by the Underwriters
Laboratory:

Equipment Type (identify) UL Listing or certifying NRTL Certification
1.

2.

Generation Equipment Technical Information

Attach electrical one-line diagram showing the configuration of all generating facility equipment,
current and potential circuits, and protection and control schemes. (This diagram must be signed
and stamped bya licensed Professional Engineer if the facility is larger than 5 MW).

Attach documentation that describes and details the operation of the protection and control
schemes.



Attach site documentation that indicates the precise physical location of the proposed generating
facility and location of protective interface equipment (e.g.USGS topographic map or other
diagram or documentation).

Attach installation test plan for all the tests required by IEEE 1547 and the periodic maintenance
schedule recommended by the equipment manufacturer.

For wind generators: If there is a General Electric Power Systems Load Flow (PSLF), attach
data sheet.

I hereby certify that, to the best of my knowledge, all the information provided in the
Interconnection
Application is true and correct.

APPLICANT’S SIGNATURE:

TITLE:

DATE:




